CONTRACT NO, 68356

$3DATESS

Welded wire fabric top & bottom

See table for “As” for each direction
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SECTION A-A

o LIfting hole or loop (typ.
™

\/“ #15 (*4) bar - 900 (38} long

#15 (*4) bar “C”
See table for length & radlus

{(*4) bar - 800 (36) long

Use mortar
or sedler

Plug and sedai
with mastic after
Installation.

|
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*18 (*4) bar loop. -
Burn off after

installgtion when necessary.
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ALTERNATE JOINT CONFIGURATIONS
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AP TOTAL | SHEET
B secTion COUNTY | JOTAL |SHEE
313 103N-LTS WARREN 58
STA. TO STA.

FED. ROAD DIST, X0, 4 IILLINIS! FED. AID PROJECT

TYPICAL
(3 required per slab)

Reinforcement No. 15 (No. 4)

D4 T} Do | ¥ “As” WMLF. Bar Bar C
{min.) : slze

each direction Length| Radius
1.2m | 125 1.5m 150 1480mm ¥m No. 15 1.35m 660
(4) (5) 1(4-10" | (B) (0,70 sqg. Inch/lin, ftJ) | iNo. B 4’'-6"") (26)
1.5m | 150 1.8m 200 1480mm ¥m No, 15 1.5m 810
(59 ®) | B~0 1 (B) | (0.70 sa. Inch/lin. £+,) | (No. 5) | (5'-0) (32)
1.8m | 195 2.2m | 200 1860mm ¥m No. 20 1.8m 985
6 | (1¥p [(7°-3] (8) | (0.88 sq. inch/iin. f1) | (No. 6)| (6-0") (38)
24m | 225 | 2.9m | 250 1860mm ¥m No. 20 2.3m 1.27Tm
(81 9 | (9’-6") | (10) | (0.88 sq. inch/lin, ftJ) | (No. &)1 (7'-6") (4'-2")

)

Use mortar
or sedler

GENERAL NOTES

1.

2.

3.

The precast reinforced concrete flat slab top shall
be used with INLET-MANHOLE, TYPE G-1 and
INLET-MANHOLE, TYPE G-1, SPECIAL.
Joint configuration and dimensions of flat slab fop
shall match and fit the riser Joint detail

Lifting devices shall be approved by the Engineer.

All dimensions are n millimeters
{Inches) unless otherwise noted.
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